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Ex belt-alignment switches
/] Ex 355 4VSR 10/1S  Order no.: 92031301

Features/Options

e Ex zone 1 and 21

e Metal enclosure

e 2 contacts

e Mounting details to DIN EN 50 041

.Steute

e Wiring compartment

e Adjustable-length rod lever with nylon roller

e For light- and medium-strength applications

e N.B.: Please state required approvals for Russia, China and Brazil
with your order!

47.5
é Standards EN 60947-5-1; EN 1088;
EN 60079-0, EN 60079-1,
EN 60079-7, EN 60079-31;
o EN 1SO 13849-1
22 R Enclosure zinc die-cast, enamelled
‘ Switch insert Ex 95
| i Degree of protection IP 67 to IEC/EN 60529
Contact material silver
T T Switching system slow action, positive break
\
6.5, 6 - NC contact ©
‘ ‘ ‘ & Switching elements change-over contact with double
‘ta . i ‘ T break Zb, galvanically separated
‘ m ] ‘ ‘ ;} contact bridges
e = Connection M3 screw clamps
V‘_J) % [5.@‘ N A Cable section max. 1.5 mm?
= 40-46 < 30.5 (incl. conductor ferrules)
i _ 0 B1gq (10% load) 2 million
3 N Eh Tu max. 20 years
q o Uimp 4KV
REE S *ﬁ U; 250V
1T
M20x1.5 20 lthe 6A
x1.5
1./U, 6 A/250 VAC; 0.25 A/230 VDC
Utilisation categor AC-15, DC-13
= R M g 6 AgG/gN f
67 3.5 ax. fuse rating gG/gN fuse
Ambient temperature -20°C ... +60°C
Mechanical life > 1 million operations
Switching frequency 1800/h
Repeat accuracy +0.1mm
Contact gap max. 2 x 3.5 mm
Ex marking ® 11 26 Ex de IIC T6/T5 Gb,
&Il 2D Extb IlIC
T80°C/T95°C Db
IECEx Ex de IIC T6/T5 Gb,
Ex th I1IC T80°C/T95°C Db
Approvals BVS 04 ATEX E 126,
IECEx BVS 07.0013
EEWN
Errors and omissions excepted.
Printed: Page steute Schaltgerate  BriickenstrafBle 91 Telefon +49 (0) 5731 745-0 info@steute.com
2012-08-14 1/1 GmbH & Co. KG 32584 Lohne, Germany Telefax +49 (0) 5731 745-200 www.steute.com



